
Convert Existing Bucket Into Grapple Bucket!

111100 SINGLE     

• 35” Opening
• Fits Buckets 60” to 79” in Width
• Secures Load in Bucket
• Weighs 155 lbs

112200 DOUBLE

• 35” Opening
• Fits Buckets 60” to 79” in Width
• Clamps Down on Uneven Loads
• Includes Guards, Hoses & Pioneer Couplers
• Weighs 264 lbs

111155 MINI
     
• 28” Opening
• Fits Buckets 36” to 55” in Width
• Lightweight for Smaller Equipment
• Weighs 125 lbs

Easy Four Hole Install Removeable Grapple Clamps Uneven Loads

ADD A GRAPPLE

VIDEO

SOLVING TREE & BRUSH PROBLEMS SINCE 1992!
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114400 SMALL     

• 35” Opening
• Fits Buckets 45” to 63” in Width
• Lightweight for Smaller Equipment
• Weighs 132 lbs



Convert Existing Bucket Into Grapple Bucket!

222440 CONTRACTOR
— FRONT LOADER
     
• 39" Opening
• Fits Buckets 68" to 90" in Width
• Stabilizes Load with Double Grapples
• Fully Plumbed with Pioneer Couplers
• Weighs 387 lbs

225000 on a Back Hoe Large Loads Clamps Tight

225000 COMMERICAL
     
• Extra Wide 49" Opening
• Fits Buckets 80" to 100" in Width
• Curved Tines for Wider Grip & Easy Release
• Includes Double Welded Cylinders with Guards 
 & Hoses (Couplers Sold Separately)
• Weighs 413 lbs

222550 CONTRACTOR
— SKID STEER
     
• 39” Opening
• Fits Buckets 68” to 90” in Width
• Double Grapples Clamp Down on Uneven Loads
• Fully Plumbed with Flat Face Couplers
• Weighs 387 lbs

CONTRACTOR

VIDEO
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